
California High-Speed Train Program EIR/EIS

Figure D.1

    Urban Aerial Over Freight Corridor
                               Los Angeles-Riverside-San Diego
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California High-Speed Train Program EIR/EIS

Figure D.2

    Urban At-Grade With Freight Corridor
                               Los Angeles-Riverside-San Diego

Limits as noted on plans
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Figure D.3

    Urban Depressed With Freight Corridor
                               Los Angeles-Riverside-San Diego

Limits as noted on plans
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California High-Speed Train Program EIR/EIS

Figure D.4

    Urban Aerial
                               Los Angeles-Riverside-San Diego
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California High-Speed Train Program EIR/EIS

Figure D.5

    Rural At-Grade With 1 BNSF Track
                               Los Angeles-Riverside-San Diego
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California High-Speed Train Program EIR/EIS

Figure D.6

   Rural At-Grade (Cut&Fill)
                               Los Angeles-Riverside-San Diego

Limits as noted on plans
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California High-Speed Train Program EIR/EIS

Figure D.7

  Rural Aerial
                            Los Angeles-Riverside-San Diego

Limits as noted on plans
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Figure D.8

  Rural Depressed
                            Los Angeles-Riverside-San Diego

Limits as noted on plans
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California High-Speed Train Program EIR/EIS

Figure D.9

  Tunnel Section
                            Los Angeles-Riverside-San Diego
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California High-Speed Train Program EIR/EIS

Figure D.10

  Rural Aerial Over 1 Metrolink Track
                            Los Angeles-Riverside-San Diego

Limits as noted on plans
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     California High-Speed Train  Program EIR/EIS

Figure D.11

Rural At-Grade With 1 Metrolink Track
Los Angeles-Riverside-San Diego

Limits as noted on plans
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California High-Speed Train Program EIR/EIS

Figure D.12

  Urban Aerial Over LOSSAN Corridor
                            Los Angeles-Riverside-San Diego

Limits as noted on plans
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California High-Speed Train Program EIR/EIS

Figure D.13

  At-Grade With LOSSAN Corridor
                            Los Angeles-Riverside-San Diego
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Figure D.14

  Freeway Median Aerial
                            Los Angeles-Riverside-San Diego

Limits as noted on plans
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Figure D.15

 Freeway Median Aerial
                            Los Angeles-Riverside-San Diego
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Figure D.16

 Freeway Adjacent Aerial
                            Los Angeles-Riverside-San Diego
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Figure D.17

Freeway Adjacent At-Grade
                            Los Angeles-Riverside-San Diego
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Figure D.18

Carroll Canyon
                            Los Angeles-Riverside-San Diego
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